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DESCRIPTION & USE
FLASH-TITE ATTIC GRAVITY VENT provides an 
effective and attractive solution for venting attic air 
spaces or insulated ceilings under low-slope roof 
decks. It is a two-piece unit consisting of a base and 
a cap, manufactured from 1.6 mm (0.064”) seamless 
spun aluminum. The removable cap includes an in-
sect screen and a sufficient number of exhaust holes 
to ensure optimal airflow. FLASH-TITE ATTIC GRA-
VITY VENT is compatible with built-up, modified bitu-
men, and single-ply roofs.

FEATURES & BENEFITS
Easy to Install - Units can be quickly and simply flashed 
into all types of commercial roofing systems.

Easy to Clean - The two-piece design means that the 
cap can be removed for cleaning.

Leak Free - Manufactured from seamless spun alumi¬-
num, there are no soldered joints that can crack and leak 
due to residual stress.

Prevents Water Intrusion - The unique shape of the 
vent prevents entry of wind driven rain.

TECHNICAL DATA
Required Venting
A general guideline for proper ceiling space / attic 
venting is 1 square foot of vent area per 300 square 
feet of roof area (1:300). Vents should be positioned 
to ensure effective venting from all areas, particular-
ly 'dead' spaces caused by blocked ceiling areas or 
corners.
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Venting
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Dia.

(at min.)

Cap
Dia.

Gross 
Cap 

Height

Total 
Height

3880016
1404 cm2

(218 in2)
1

286 mm
(11 ½")

610 mm
(24")

336 mm
(13 ¼")

559 mm
(22")

Note: LEXCOR also has two smaller vents, [228 cm² 
(35 in²) & 469 cm² (73 in²) venting areas] that can 
be used for attic or ceiling venting. For information 
on these products, refer to LEXCOR's FLASH-TITE        
INSULATION & ONE-WAY VENTS product data sheet.

INSTALLATION
Note: For better adhesion with bituminous based roo-
fing systems (built-up, modified bitumen, rubberized 
asphalt) pre-treat the flange with an asphalt primer 
such as LEXCOR LEXPRIME AEROSOL PRIMER.

1.	 Center the vent base over the hole cut in the roof 
deck, ensuring placement between the spacer and 
joist.

2.	 Secure the bottom support flange through the 
roof membrane to the structural deck using cor-
rosion-resistant screws. Screws should be drilled 
through the flange 25 mm (1") in from the flange 
edge. Maintain a maximum spacing of 150 mm 
(6") between screws.

3.	 The flange must be properly flashed into the roof 
membrane. Follow the membrane manufacturer's 
instructions or adhere to standard NRCA or CRCA 
guidelines for proper installation.
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SPECIFICATION
FLASH-TITE ATTIC GRAVITY VENT
Spec Note: Delete inappropriate choices from within square 
brackets [ ]. 

1.	 ATTIC GRAVITY VENT shall be constructed of 1.6 mm (0.064”) 
seamless spun aluminum consisting of a bottom support flange 
telescoping into a top ventilator cap, complete with insect 
screen. Each vent shall have a net effective venting area of 
____ in². Ventilator cap shall be secured to the bottom support 
flange with stainless steel self-tapping screws. Install in strict 
accordance with the manufacturer's directions and flash into 
the roof membrane in accordance with [the roofing membrane 
manufacturer's; NRCA; CRCA] directions and good roofing 
practice. 

2.	 ACCEPTED PRODUCT: FLASH-TITE ATTIC GRAVITY VENT, 
by LEXCOR, distributed by Lexsuco Corporation (www.lex-
sucocorporation.com, Tel: 800.268.2889, E-Mail: info@lex-
sucocorp.com).

WARRANTY
This product’s lifetime warranty ensures it remains free from 
manufacturing defects and will perform its intended function 
throughout the entire lifespan of the roofing system.
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